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PLAN VIEW AND TEXT
SCALE: NONE
, ) BLACK VINYL TEXT
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"FRUTIGER 95”
4-6 6 7/8"
WHITE VINYL TEXT
FONT STYLE
TECHNICAL AREA "FRUTIGER 75"

645+ 125" (1/8") ALUMINUM FACE
WITH M.A.P. #30136 BRUSHED

ALUMINUM SATIN GLOSS PAINT
FINISH, NO EXPOSED FASTENERS

<Foci|ity & Waste Operations
ON SIGN FACE

Division Office

Optional Panel BLUE VINYL BACKGROUND

Optional Panel TO MATCH PMS #3025U

1”7 SPACE BETWEEN PANELS,
TYPICAL

SEE BASE POST
SECTION THIS SHEET

EXTRUDED ALUMINUM COLUMN
WITH M.A.P. #30136 BRUSHED
ALUMINUM SATIN GLOSS PAINT
FINISH

CONC FOOTING & MOUNTING
PLATE — SEE SHEET 9

FRONT VIEW

SCALE: NONE

MACHINE SCREWS,
TYPICAL

1” EXTRUDED ALUMINUM
RETAINER, TYPICAL
COUNTER SUNK

/ STAINLESS STEEL

/

ISOMETRIC

SCALE: NONE
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A: 8 MINIMUM/9" MAXIMUM
B: 2" MINIMUM

DESIGN GUIDANCE!

REMOVE THIS DIAGRAM WHEN
INSERTED INTO A DRAWING
PACKAGE

6 7/8"

2 7/8"

BASE POST SECTION

EXTRUDED ALUMINUM
END FLANGE, TYPICAL

SCALE: NONE

NOTES FOR DESIGNER:

(DO NOT INCLUDE ON
CONSTRUCTION DRAWINGS)

1. COORDINATE WITH LANL MASTER
SPECIFICATION 10 1405

2. DRAWING DEVELOPED FOR
ML—3/ML—4 PROJECTS. FOR

ML—1/ML—2, ADDITIONAL
REQUIREMENTS AND QA REVIEWS
ARE REQUIRED.
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